




Sterownik  
bezprzewodowy 

R05/BGE



Model

Panel

m3/h

kW

l/h

kPa

Grzanie
kW

kPa

Zasilanie  V ~Hz/faza

Pobór mocy W

Poziom dB(A)

Wymiennik
MPa

Panel
Wymiary mm

Waga kg

Jednostka Wymiary mm

Waga kg

cal

Odwodnienie mm

Model A B C D

CH-FC030K2 261 190 124 213

CH-FC040K2 261 190 124 213

CH-FC050K2 261 190 124 213

CH-FC030K2

T-MBQ4-03B1

510/440/360

3.0/2.79/2.55

8.7

14

4.0/3.48/3.16

14

35

36/32/27

1.6

715x123x715

3

575×261×575

17.5/22.5

RC3/4

Ø32

230V ~50Hz/1 faza

2

CH-FC40K2 

T-MBQ4-03B1

680/580/480

3.7/3.4/3.14

10.7

15

5.1/4.39/4.03

15

60

42/38/33

2

715x123x715

3

575×261×575

17.5/22.5

RC3/4

Ø32

1.6

230V ~50Hz/1 faza

1.6

CH-FC50K2 

T-MBQ4-03B1

850/730/600

4.5/4.14/3.83

12.9

16

6.0/5.16/4.74

16

75

45/41/36

2

715x123x715

3

575×261×575

17.5/22.5

RC3/4

Ø32

230V ~50Hz/1 faza



Model

Panel

m3/h

kW

l/h

kPa

Grzanie
kW

kPa

Zasilanie  V ~Hz/faza

Pobór mocy W

Poziom dB(A)

Wymiennik
MPa

Panel
Wymiary mm

Waga kg

Jednostka Wymiary mm

Waga kg

cal

Odwodnienie mm

CH-FC150K2

T-MBQ4-02C

2550/2170/1840

12.90/11.51/10.21

2219

40.0

17.60/14.08/11.44

36.7

190

50/46/41

2

950x45x950

6.0

840x300x840

31.8

RC3/4

Ø32

230V ~50Hz/1 faza

1.61.6

CH-FC100K2

T-MBQ4-02C

1600/1360/1150

8.22/7.39/6.54

1414

31.2

13.85/11.08/9.00

14.8

155

48/44/39

2

1.6

950x45x950

6.0

840x300x840

30.5/33.0

RC3/4

Ø32

230V ~50Hz/1 faza

CH-FC085K2

T-MBQ4-02C

1400/1190/1010

7.27/6.46/5.71

1250

27.0

12.42/9.93/8.07

14.6

150

47/43/38

2

950x45x950

6.0

840x300x840

30.5/33.0

RC3/4

Ø32

230V ~50Hz/1 faza

CH-FC060K2

T-MBQ4-02C

1000/850/720

5.70/4.73/3.96

980

23.8

9.66/7.72/6.27

16.4

125

45/41/36

2

950x45x950

6.0

840x230x840

25.0/27.0

RC3/4

Ø32

230V ~50Hz/1 faza

1.6

CH-FC120K2

T-MBQ4-02C

2000/1700/1440

10.39/9.25/8.20

1787

44.0

17.58/14.06/11.42

34.7

190

49/45/40

2

950x45x950

6.0

840x300x840

30.5/33.0

RC3/4

Ø32

230V ~50Hz/1 faza

1.6

Model A B C D

CH-FC060K2 230 170 135 185

CH-FC085K2 300 190 145 195

CH-FC100K2 300 190 145 195

CH-FC120K2 300 190 145 195

CH-FC150K2 300 190 145 195


